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TESTING SUMMARY
· Product Specs/Composition:
· Nylon 6 Matrix with Carbon Black
· [image: ]Spunbond Nylon/Polyester Non-Woven

















[bookmark: _GoBack]Testing above performed to specification: ICBO AC 132, Acceptance Criteria for “Attic Vents,” January 2001

· Roll Vent and Rapid Ridge were also tested to ASTM E 330-02: “Test Method for Structural Performance of Exterior Windows, Curtain Walls and Doors by Uniform Static Air Pressure Difference” 
· Wind Uplift Test Pressure
· Roll Vent performance: 320 psf
· Rapid Ridge performance: 380 psf
· Roll Vent and Rapid Ridge were also tested to ASTM E-84: “Surface Burning Characteristics”
· Flame Spread Index: 35
· Smoke Development: 100
· Result: Class 2 or B 
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Properties Test Standard

Roll Vent and Rapid Ridge 

Performance

Dust Exposure ICBO AC 132 Section 5.2

Weight of dust in vent: 0.25 grams 

Allowable: 1.4 grams                                                                        

Result: PASS

Resistance to Wind-Driven 

Rain and Snow 

ICBO AC 132 Section 4.4.4

No visibile snow penetration                                                       

Result: PASS

Wind-Driven Rain Protocol TAS 100 (A) - 95

Perfomance: 1.5 oz.                              

Allowable: 14.63 oz/vent                                                  

Result: PASS     

After the cycling no detrimental 

effects were observed in the vents or 

fasteners                                                                      

Result: PASS

Temperature Cycling ICBO AC 132 Section 5.3
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