Installation Instructions: Cedar Breather BE“.'AMI“
OBDYKE

roof & wall products

Integration with Roll Vent Ridge Vent Under Metal

ROLL VENT MANUFACTURER'S RIDGE CAP.
ATTACH, LAP & CAULK PER
MANUFACTURER'S INSTRUCTIONS

MINIMUM 1/2" OVERHANG
OF RIDGE CAP, TYPICAL
EACH SIDE STANDING SEAM PANEL
CEDAR BREATHER
r/ FELT UNDERLAYMENT
RIDGE CAP FASTENER
THROUGH ROLL VENT
INTO ZEE CLOSURE “

—— 3 1/2" WIDE SLOT ——#

SOLID SHEATHING
ZEE CLOSURE (CUT TO CONTINUOUS BEAD
FIT BETWEEN SEAMS) OF CAULK, TYPICAL
ZEE FASTENERS PER

ROLL VENT MANUFACTURER'S INSTRUCTIONS

INSTALLATION WITH STANDING SEAM

Installation Note:
Install with continuous soffit ventilation at each eave equicalent to 9 sq in per linear foot.

Roll Vent available in standard (10 1/2 in), and metric (11 1/2 in) widths. Choose width that will allow ridge cap to
overhang Roll Vent by 1/2 in minimum on each side.
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